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1. INSTALL SLOTTED FILLISTER HEAD SCREW; ITEM 7, WASHER; ITEM 6 AND HEX NUT; ITEM 5.

4. INSTALL 2 PLATES; ITEM 4 (ONE ON EACH SIDE OF BRACKET; ITEM 1), SOCKET HEAD CAP

7. INSTALL INNER WASHER; ITEM 2, OUTER WASHER; ITEM 3, AND HEX NUT; ITEM 5,

9. WRAP TUNGSTEN WIRE; ITEM 10, AROUND Ø.167 OF INNER WASHER; ITEM 2, SEVERAL TIMES.

11. REPEAT STEP 9 & 10 FOR THE OTHER END WITH THE DISTANCE BETWEEN THE TWO

12. TIGHTEN SECURELY. VERIFY THAT TUNGSTEN WIRE IS TAUT AND AT 4.5° ANGLE.

REPEAT FOR OTHER SIDE PRIOR TO TIGHTENING THE HEX NUTS; ITEM 11.

(4.50°) TYP.

5. SLIP COPPER WIRES (FROM STEP 1 & 2) UNDER THE PLATES; ITEM 4.

6. REPEAT STEP 5.

8. REPEAT STEP 7, 8 PLACES.

10. SNUG THE NUT TO HOLD TUNGSTEN WIRE IN PLACE.

13. REPEAT STEP 9 THRU 12 FOR OTHER SCREWS.

ONTO SLOTTED FILLISTER HEAD SCREW; ITEM 7. DO NOT TIGHTEN.

SLOTTED FILLISTER HEAD SCREWS AT APPROX. 1.00".

DO NOT OVER-TIGHTEN. CUT WIRE AT SCREW.

   DO NOT TIGHTEN.

 ASSEMBLY PROCEDURE

2. WRAP COPPER WIRE; ITEM 9, AROUND SLOTTED FILLISTER HEAD SCREW;

3. REPEAT STEP 1 & 2, 8 PLACES.

SCREWS; ITEM 8, AND HEX NUTS; ITEM 11, DO NOT TIGHTEN.

ITEM 7, AND TIGHTEN.

   DO NOT TIGHTEN.
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1. THIS IS A ULTRA-HIGH VACUUM COMPONENT (UHV).
   KEEP UHV PARTS CLEAN DURING ASSEMBLY AND
   WRAP UP FOR PACKING WITH ALUMINUM FOIL.

NOTE:

ITEM 7; SCREW TYPE WAS HEX HEAD

UPDATED DRAWING & ASSEMBLY PROCEDURE

ITEM 9; Ø.02 WAS .0009

ADD .015 MAX. CALLOUT

ITEM 5; QTY. WAS 32

ADDED ITEM 4
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SOUTHBRIDGE, MASS. 01550

 SOURCE

2330 OLD MIDDLEFIELD WAY  SUITE 16
MOUNTAIN VIEW, CA. 94043

(508)-764-4394

394 ELM STREET
J.I. MORRIS COMPANY

U-C COMPONENTS, INC.

(415)-964-3827
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FLATWASHER #0

WASHER, OUTER

HEX NUT
#0-80 UNF-2B

WASHER, INNER

MOUNTING BRACKET

.064 I.D. x .125 O.D. x .019 THK.

P4105091407-220004-01

P4105091407-220002-01

P4105091407-220001-01

P4105091407-220005-00
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~Ø.02 WIRE x CUT TO LENGTH AS REQUIRED

Ø.0009 WIRE x CUT TO LENGTH AS REQUIRED
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TUNGSTEN WIRE

HEX NUT
#2-56 UNC-2B

COPPER WIRE

SOCKET HEAD CAP SCREW
#2-56 UNC-3A x .25 LG.

SLOTTED FILLISTER HEAD SCREW
#0-80 UNC-2B x .312 LG.

N-256

C-204-NA
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